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Coast Pilot 1 34th Ed 2004
Corrections

Page 246-Paragraph 353: Delete.


(52/95 CG1)

Page 277-Paragraph 221, line 14 through Paragraph 222, line 1; read:

clearance of 1 foot all berthing areas.

Recommended Vessel Route
     The U.S. Coast Guard Captain of the Port, Portland, Maine, in cooperation with the Maine and New Hampshire Port Safety Forum, has established a Recommended Vessel Route for vessels entering and departing the Sheepscot River. Vessels are requested to follow the designated route. Local fisherman in this area normally standby on VHF-FM channels 7 (156.350 MHz) and 10 (156.500 MHz). This route was designed to provide a safe, established route for increased vessel traffic, to prevent the loss of fishing gear placed in the waters of, and approaches to, the Sheepscot River, and to reduce the potential for conflicts between larger, less maneuverable vessels and all other vessels navigating upon these waters. Vessels are responsible for their own safety and are not required to remain inside the route, nor are fisherman required to keep fishing gear outside of the recommended vessel route.

Channels
     The channel in Sheepscot River is deep, and the ...


(CL 1783/03)

Page 323-Paragraph 220, lines 1-8; read:

     Depths of about 34 feet can be carried in the marked channel through Portsmouth Harbor to the Memorial (U.S. Route 1) Highway Bridge. From this point, a dredged marked channel leads for about 3.5 miles to a turning basin about 0.4 mile above Frankfurt Island in Piscataqua River. In September 2001, the controlling depth in the dredged channel was 27 feet to the turning basin, thence 33 feet in the basin. The ...


(H-11014; BPs 182307-09)

Page 323-Paragraph 226, line 5; read:

0.8 mile above Fort Point, in 18 to 71 feet. Space is limited, ...


(H-11014; BP 182308)

Page 323-Paragraph 228, line 2; read:

Fort Point on the south side of the channel in 49 to 58 ...


(H-11014; BPs 182307-08)

Page 324-Paragraph 233, line 10; read:

end. Cod Rock, covered 17 feet, is 225 yards ...


(H-11014; BP 182307)

Page 328-Paragraph 285, lines 3-7; read:

causeway. The island is marked on its south side by a light.


(H-11014; BP 182307; CL 1018/81)

Page 334-Paragraph 385, lines 9-11; read:

basin off the pier at Seabrook. In October 2003, the controlling depth was 5.5 feet (6.4 feet at midchannel) in the channel to the bridge; thence in 1983, 4 ...


(CL 114/04; BP 182503)

Page 334-Paragraph 393, lines 5-6; read:

side. In January 2003, the entrance channel had a reported depth of 6 feet. Gasoline, diesel fuel, and water are ...


(CL 256/03)

Page 340-Paragraph 482, lines 2-3; read:

bridge. In December 2002, the marina on the east side had a reported approach and alongside depth of 3 feet and provides a one-ton lift and dry winter storage. It ...


(CL 138/03)

Page 343-Paragraph 511, lines 2-4; read:

of Blynman Canal there is a marina with 12 feet reported at the floats. Gasoline, water, ice, berths with electricity, a pump-out station and some marine supplies are available; hull, engine and electronic repairs can be made. On the east bank opposite it are ...


(CL 138/03)

Page 382-Paragraph 200, lines 3-5; read:

east bank of Winthrop Head. Gasoline, diesel fuel, water, ice, a 10-ton lift, a small-craft launching ramp, some marine supplies, and limited overnight berthage are available at the marina; hull and engine repairs can be made.


(CL 138/03)

